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Most industrial and office
buildings today feature drop
ceilings which support various
types of lighting, airducts for
heating and cooling systems,
and wiring for power and
communications.

This space in a building
between the floor above and
the drop ceiling is being
utilized for ventilation systems
or used for return air
distribution and is referred to
as a “PLENUM.”

Because the plenum is
continuous across each floor 
of a building, it can create
significant hazard by spreading
flames quickly from
combustible materials such as
wire insulation.

The National Electrical 
Code (NEC) demands that
wiring in the plenum either be
installed inside metal conduit
or have jacket materials that
provide adequate fire
resistance and low smoke-
producing characteristics as
tested and approved by a
recognized agency such as
Underwriters Laboratory (UL).

BICCGeneral’s large mix 
of Carol® Brand plenum cable 
and wire products features
DuPont Teflon®, other
fluorocarbon resins as well 
as Flexguard.® Flexguard® is 
a unique copolymer blend
which joins superior
performance with superior
handling characteristics. 
They meet all UL and NEC
requirements for low-smoke
characteristics and flame
retardant qualities.

Also, BICCGeneral’s plenum
products provide outstanding
electrical properties, high
temperature performance, and
excellent chemical resistance.

BICCGeneral’s Carol® Brand
plenum cable is available to
meet the requirements of NEC
Articles 725 and 800.

S p o o l - P a c®
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Electronics Plenum Cable

C3129†

C3128†

C3127

C3115
C3116 

CATALOG
NUMBER

NO. OF
COND.

AWG
SIZE

COND.
STRAND.

NOM. INSULATION
THICKNESS

2

4

2 2

2 2

7/30 TC

7/30 TC

0 . 0 0 8

0 . 0 0 8

0 . 2 0

0 . 2 0

0 . 0 1 5

0 . 0 1 5

0 . 3 8

0 . 3 8

0 . 1 2 2

0 . 1 4 1

3 . 1 0

3 . 5 8

NOM.*
C-C 
CAP.
pF/ft

3 0 . 0

3 0 . 0

Product Construction:
Conductor:

• 22 thru 12 AWG fully annealed stranded
tinned or bare copper per ASTM B3, B8 
or B33

Insulation:
• Premium grade, color coded Flexguard®

PVC
• Color Code: see chart below

Jacket:
• Flexguard® PVC, Natural
• Temperature Range: 0°C to +60°C
• Sequential footage marked to facilitate

installation

Applications:
• Intercom Systems
• Background Music
• Audio Systems
• Power Limited Control Circuits
• Suggested voltage rating: 150 volts

Compliances:
• NEC Article 725 (UL: 60°C, 150V)
• NEC Article 800 (UL: 60°C, 300V)
• Designed to Meet UL 910 Flame Test

Features:
• Flexible
• Easy to terminate

Packaging:
• 1000' (305m) Reels
• Other put-up available—consult

Customer Service

Multi-Conductor, Unshielded
NEC Type CMP (UL) c(UL) and/or CL3P

22 AWG CONDUCTORS

2

3

4

5

6

8

2

3

4

6

8

1 8

1 8

1 8

1 8

1 8

1 8

1 8

1 8

1 8

1 8

1 8

Solid BC

Solid BC

Solid BC

Solid BC

Solid BC

Solid BC

7/26 BC

7/26 BC

7/26 BC

7/26 BC

7/26 BC

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0.008 

0 . 2 0

0 . 2 0

0.20 

0 . 2 0

0 . 2 0

0 . 2 0

0 . 2 0

0 . 2 0

0 . 2 0

0 . 2 0

0.20 

0 . 0 1 5

0 . 0 1 5

0 . 0 1 5

0 . 0 1 5

0 . 0 1 5

0 . 0 1 5

0 . 0 1 5

0 . 0 1 5

0 . 0 1 5

0 . 0 1 5

0.015 

0 . 3 8

0 . 3 8

0 . 3 8

0 . 3 8

0 . 3 8

0 . 3 8

0 . 3 8

0 . 3 8

0 . 3 8

0 . 3 8

0.38 

0 . 1 4 2

0 . 1 5 1

0 . 1 6 6

0 . 1 8 2

0 . 1 9 9

0 . 2 1 6

0 . 1 5 6

0 . 1 6 6

0 . 1 8 2

0 . 2 1 9

0 . 2 3 9

3 . 6 1

3 . 8 4

4 . 2 2

4 . 6 2

5 . 0 5

5 . 4 9

3 . 9 6

4 . 2 2

4 . 6 2

5 . 5 6

6 . 0 7

3 6 . 0

3 6 . 0

3 6 . 0

3 6 . 0

3 6 . 0

3 6 . 0

3 5 . 0

3 5 . 0

3 5 . 0

3 5 . 0

3 5 . 0

18 AWG CONDUCTORS

2 1 6 0 . 0 0 8 3 9 . 0

16 AWG CONDUCTORS

2 1 4 19/.0147 BC 0 . 0 1 0 3 9 . 0

14 AWG CONDUCTORS

2 1 2 19/.0185 BC 0 . 0 1 0

0 . 2 0

0 . 2 0

0 . 2 0

0 . 0 1 5

0 . 0 1 5

0 . 0 1 5

0 . 3 8

0 . 3 8

0 . 3 8

0 . 1 4 7

0 . 1 8 2

0 . 2 0 8

3 . 7 3

4 . 6 2

5 . 2 8 3 9 . 0

12 AWG CONDUCTORS

* Capacitance between conductors
† CL3P only

Color Code Chart 
NO. OF 
COND. COLOR

B l a c k
W h i t e
R e d
G re e n
B ro w n
B l u e
O r a n g e
Ye l l o w

1
2
3
4
5
6
7
8

19/.0117 BC

INCHES mm

NOM. JACKET
THICKNESS

INCHES mm

NOMINAL O.D.

INCHES mm

C3110
C3114 
C3111 
C3117 
C3118
C3119
C3112
C3120
C3113
C3121
C3122 
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Plenum Cable Electronics

C3126†

C3193
C3194
C3195

C3102
C3190
C3103
C3192
C3191
C3178
C3179

Product Construction:
Conductor:

• 22 thru 14 AWG fully annealed stranded
tinned or bare copper per ASTM B3, B8 
or B33

Insulation:
• Premium grade, color coded Flexguard®

PVC
• Color Code: see chart below

Jacket:
• Fluoropolymer, Natural
• Temperature Range: –20°C to +60°C
• Sequential footage marked to facilitate

installation

Applications:
• Intercom Systems
• Background Music
• Audio Systems
• Power Limited Control Circuits
• Suggested voltage rating: 150 volts

Compliances:
• NEC Article 725 (UL: 60°C, 150V)
• NEC Article 800 (UL: 60°C, 300V)
• Designed to Meet UL 910 Flame Test

Features:
• Abrasion, chemical & water resistant jacket

Packaging:
• 1000' (305m) Reels
• Other put-up available—consult

Customer Service

Multi-Conductor, Unshielded
NEC Type CMP (UL) c(UL) and/or CL2P

22 AWG CONDUCTORS

CATALOG
NUMBER

NO. OF
COND.

AWG
SIZE

COND. 
STRAND.

NOM. INSULATION
THICKNESS

INCHES mm

NOM. JACKET
THICKNESS

INCHES mm

NOMINAL O.D.

NOM. 
C-C 

CAP.*
pF/ftINCHES mm

2

4

2 2

2 2

7/30 TC

7/30 TC

0 . 0 0 6

0 . 0 0 6

0 . 1 5

0 . 1 5

0 . 0 1 0

0 . 0 1 0

0 . 2 5

0 . 2 5

0 . 0 8 9

0 . 1 2 1

2 . 2 6

3 . 0 7

2 7 . 0

2 7 . 0

C3105†
C3106† 

18 AWG CONDUCTORS
2

3

4

6

8

1 0

1 2

1 8

1 8

1 8

1 8

1 8

1 8

1 8

7/26 BC

7/26 BC

7/26 BC

7/26 BC

7/26 BC

7/26 BC

7/26 BC

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 2 0

0 . 2 0

0 . 2 0

0 . 2 0

0 . 2 0

0 . 2 0

0.20 

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

0.010 

0 . 2 5

0 . 2 5

0 . 2 5

0 . 2 5

0 . 2 5

0 . 2 5

0.25 

0 . 1 2 3

0 . 1 4 3

0 . 1 6 3

0 . 1 9 8

0 . 2 2 3

0 . 2 4 4

0 . 2 6 3

3 . 1 2

3 . 6 3

4 . 1 4

5 . 0 3

5 . 6 6

6 . 1 9

6 . 6 8

2 9 . 0

2 9 . 0

2 9 . 0

2 9 . 0

2 9 . 0

2 9 . 0

29.0 

16 AWG CONDUCTORS
2

3

4

1 6

1 6

1 6

19/.0117 BC

7/.0192 BC

7/.0192 BC

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 2 0

0 . 2 0

0 . 2 0

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

0 . 2 5

0 . 2 5

0 . 2 5

0 . 1 4 1

0 . 1 7 6

0 . 1 8 7

3 . 5 8

4 . 4 7

4 . 7 5

3 1 . 0

3 3 . 0

3 3 . 0

2 1 4 19/.0147 BC 0 . 0 1 0 0 . 2 5 0 . 0 1 0 0 . 2 5 0 . 1 9 6 4 . 9 8 3 5 . 0

14 AWG CONDUCTORS

* Capacitance between conductors
† CL2P only

Color Code Chart 

1
2
3
4
5
6
7
8
9

10
11
12

NO. OF 
COND. COLOR

B l a c k
W h i t e
R e d
G re e n
B ro w n
B l u e
O r a n g e
Ye l l o w
Vi o l e t
G r a y
P i n k
Ta n
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Electronics Plenum Cable

Product Construction:
Conductor:

• 22 thru 16 AWG fully annealed stranded
tinned or bare copper per ASTM B3, B8 
or B33

Insulation:
• Premium grade, color coded Flexguard®

PVC
• Color Code: see chart below

Shield:
• 100% Flexfoil® aluminum/polyester foil

with 25% overlap, minimum
• Stranded tinned copper drain wire

Jacket:
• Flexguard® PVC, Natural
• Temperature Range: 0°C to +60°C
• Sequential footage marked to facilitate

installation

Applications:
• Intercom Systems
• Background Music
• Audio Systems
• Power Limited Control Circuits
• Suggested voltage rating: 150 volts

Compliances:
• NEC Article 725 (UL: 60°C, 150V)
• NEC Article 800 (UL: 60°C, 300V)
• Designed to Meet UL 910 Flame Test

Features:
• Flexible
• Easy to terminate

Packaging:
• 1000' (305m) Reels
• Other put-ups available—consult

Customer Service

Multi-Conductor, Foil Shield
NEC Type CMP (UL) c(UL) and CL3P

Color Code Chart

1
2
3
4
5
6

NO. OF 
COND. COLOR

B l a c k
W h i t e
R e d
G re e n
B ro w n
B l u e

CATALOG
NUMBER

NO. OF
COND.

AWG
SIZE

COND. 
STRAND.

NOM. INSULATION
THICKNESS

INCHES mm

NOM. JACKET
THICKNESS

INCHES mm

NOMINAL
O.D.

NOMINAL CAP.*
pF/ft

A BINCHES mm

C3158
C3159

2

4

2 2

2 2

7/30 TC

7/30 TC

0 . 0 0 8

0 . 0 0 8

0 . 2 0

0 . 2 0

0 . 3 8

0 . 3 8

0 . 1 2 7

0 . 1 4 6

7 7 . 0

6 9 . 0

43. 0

3 8 . 0

3 . 2 3

3 . 7 1

0 . 0 1 5

0 . 0 1 5

22 AWG CONDUCTORS

C3060
C3061
C3062
C3064
C3063
C3065

2

4

2

3

4

6

1 8

1 8

1 8

1 8

1 8

1 8

Solid BC

Solid BC

7/26 BC

7/26 BC

7/26 BC

7/26 BC

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0.008 

0 . 2 0

0 . 2 0

0 . 2 0

0 . 2 0

0 . 2 0

0.20 

0 . 3 8

0 . 3 8

0 . 3 8

0 . 3 8

0 . 3 8

0.38 

0 . 1 4 8

0 . 1 7 1

0 . 1 6 4

0 . 1 7 1

0 . 1 8 6

0 . 2 2 3

1 2 1 . 0

1 0 4 . 0

9 6 . 0

1 0 1 . 0

101.0 

7 0 . 0

6 7 . 0

5 8 . 0

5 4 . 0

5 6 . 0

5 6 . 0

3 9 . 0

3 . 7 6

4 . 3 4

4 . 1 7

4 . 3 4

4 . 7 2

5 . 6 6

0 . 0 1 5

0 . 0 1 5

0 . 0 1 5

0 . 0 1 5

0 . 0 1 5

0 . 0 1 5

18 AWG CONDUCTORS

C3068 2 1 6 0 . 0 0 8 0 . 2 0 0 . 3 8 0 . 1 8 7 1 1 4 . 06 3 . 04 . 7 50 . 0 1 5

16 AWG CONDUCTORS
19/.0117 BC

*A - Capacitance between conductors
*B - Capacitance between one conductor and other conductors connected to shield
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Product Construction:
Conductor:

• 22 thru 16 AWG fully annealed stranded
tinned or bare copper to ASTM B3, B8 or
B33

Insulation:
• Premium grade color coded Flexguard®

• Color Code: see chart below

Shield:
• 100% Flexfoil® aluminum/polyester foil,

with 25% overlap
• Stranded tinned copper drain wire

Jacket:
• Fluoropolymer, Natural
• Temperature Range: –20°C to +60°C
• Sequential footage marked to facilitate

installation

Applications:
• Intercom Systems
• Background Music
• Audio Systems
• Power Limited Control Circuits
• Suggested voltage rating: 150 volts

Compliances:
• NEC Article 725 (UL: 60°C, 150V)
• NEC Article 800 (UL: 60°C, 300V)
• c(UL)PCC FT6

Features:
• Abrasion, chemical & water resistant jacket

Packaging:
• 1000' (305m) Reels
• Other put-up available—consult

Customer Service

Color Code Chart 

1
2
3
4
5
6
7
8
9

10
11
12

NO. OF 
COND. COLOR

B l a c k
W h i t e
R e d
G re e n
B ro w n
B l u e
O r a n g e
Ye l l o w
Vi o l e t
G r a y
P i n k
Ta n

* CL2P only
**A -Capacitance between conductors
**B -Capacitance between one conductor and other conductors connected to shield

C3154*
C3310*
C3155*
C3311*

2 2

2 2

2 2

2 2

7/30 TC

7/30 TC

7/30 TC

7/30 TC

0 . 0 0 6

0 . 0 0 6

0 . 0 0 6

0 . 0 0 6

0 . 2 0

0 . 2 0

0 . 2 0

0.20 

0 . 2 5

0 . 2 5

0 . 2 5

0.25 

0 . 1 0 3

0 . 1 1 6

0 . 1 3 0

0 . 1 5 2

9 2 . 0

8 1 . 0

81.0 

5 7 . 0

5 1 . 0

4 5 . 0

4 5 . 0

3 2 . 0

2 . 6 2

2 . 9 5

3 . 3 0

3 . 8 6

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

0.010 

22 AWG CONDUCTORS

C3320*
C3321*
C3322*

2 0

2 0

2 0

7/28 TC

7/28 TC

7/28 TC

0 . 0 0 7

0.007 

0.007 

0 . 1 8

0.18 

0.18 

0 . 2 5

0 . 2 5

0 . 2 5

0 . 1 2 0

0 . 1 3 6

0 . 1 5 3

9 6 . 0

8 4 . 0

8 4 . 0

5 3 . 0

4 6 . 0

46.0 

3 . 0 5

3 . 4 5

3 . 8 9

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

18 AWG CONDUCTORS

C3162
C3164
C3163
C3166
C3180
C3181
C3182

1 8

1 8

1 8

1 8

1 8

1 8

1 8

7/26 BC

7/26 BC

7/26 BC

7/26 BC

7/26 BC

7/26 BC

7/26 BC

0 . 0 0 8

0.008 

0.008 

0 . 0 0 8

0.008 

0 . 0 0 8

0.008 

0 . 2 0

0.20 

0 . 2 0

0 . 2 0

0 . 2 0

0 . 2 0

0.20 

0 . 2 5

0 . 2 5

0 . 2 5

0 . 2 5

0 . 2 5

0 . 2 5

0.30 

0 . 1 3 8

0 . 1 6 0

0 . 1 7 8

0 . 2 1 2

0 . 2 3 8

0 . 2 5 8

0 . 2 8 2

1 1 6 . 2

8 5 . 0

85.0 

5 9 . 0

59.0 

53.0 

53.0 

6 4 . 6

4 7 . 0

4 7 . 0

3 3 . 0

3 3 . 0

3 0 . 0

30.0 

3 . 5 1

4 . 0 6

4 . 5 2

5 . 3 8

6 . 0 5

6 . 5 5

7 . 1 6

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

0.012 

18 AWG CONDUCTORS

16 AWG CONDUCTORS

Multi-Conductor, Foil Shield
NEC Type CMP (UL) c(UL) and/or CL2P

CATALOG
NUMBER

NO. OF
COND.

AWG
SIZE

COND. 
STRAND.

NOM. INSULATION
THICKNESS

INCHES mm

NOM. JACKET
THICKNESS

INCHES mm

NOMINAL
O.D.

NOMINAL CAP.**
pF/ft

A BINCHES mm

2

3

4

6

2

3

4

2

3

4

6

8

1 0

1 2

C3169
C3340
C3341

2

3

4

1 6

16 

1 6

1 9/. 0 1 1 7B C

7/.0192 BC

7/0.192 BC

0 . 0 0 8

0 . 0 0 8

0 . 0 0 8

0 . 2 0

0 . 2 0

0 . 2 0

0 . 2 5

0 . 2 5

0 . 2 5

0 . 1 8 1

0 . 1 7 9

0 . 2 0 3

1 2 3 . 0

9 3 . 0

9 3 . 0

6 8 . 0

5 2 . 0

5 2 . 0

4 . 6 0

4 . 5 5

5 . 1 6

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0
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Product Construction:
Conductor:

• 22 and 24 AWG fully annealed stranded
tinned copper per ASTM B33

Insulation:
• Premium grade, color coded fluoropolymer
• Color Code: see chart below

Shield:
• 100% Flexfoil® aluminum/polyester foil

with 25% overlap, minimum
• Stranded tinned copper drain wire

Jacket:
• Fluoropolymer, Natural
• Temperature Range: –40°C to +150°C
• Sequential footage marked to facilitate

installation

Applications:
• EIA RS-232 circuits
• Remote control circuits
• Process control and instrumentation
• Power limited control circuits
• Suggested voltage rating: 300 volts

Compliances:
• NEC Article 800 (UL: 150°C, 300V)
• Designed to Meet UL 910 Flame Test

Features:
• Abrasion, chemical & water resistant jacket

Packaging:
• 1000' (305m) Reels
• Other put-ups available—consult

Customer Service

Multi-Paired, Foil Shield
NEC Type CMP (UL) c(UL)

CATALOG
NUMBER

NO. OF
PAIRS

AWG
SIZE

COND.
STRAND.

NOM. INSULATION
THICKNESS

INCHES mm

NOM. JACKET
THICKNESS

INCHES mm

NOMINAL
O.D.

NOMINAL CAP.*
pF/ft

A BINCHES mm

C3204
C3205
C3206
C3207
C3208

1

2

3

4

6

2 2

2 2

2 2

2 2
2 2

7/30 TC

7/30 TC

7/30 TC

7/30 TC

7/30 TC

0 . 0 0 6

0 . 0 0 6

0 . 0 0 6

0 . 0 0 6

0.006 

0 . 1 5

0.15 

0 . 1 5

0 . 1 5

0.15 

0 . 2 5

0 . 2 5

0 . 2 5

0 . 2 5

0 . 2 5

0 . 1 1 7

0 . 1 5 1

0 . 1 7 7

0 . 2 0 0

0 . 2 3 7

5 5 . 8

4 5 . 0

4 5 . 0

3 6 . 0

3 2 . 4

3 1 . 0

2 5 . 0

2 5 . 0

2 0 . 0

1 8 . 0

2 . 9 7

3 . 8 4

4 . 5 0

5 . 0 8

6 . 0 2

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

0.010 

0.010 

22 AWG CONDUCTORS

C3150
C3153
C3151
C3165
C3152

2

3

4

6

1 2 . 5

2 4

24 

24 

24 

24 

7/32 TC

7/32 TC

7/32 TC

7/32 TC

7/32 TC

0 . 0 0 6

0 . 0 0 6

0 . 0 0 6

0 . 0 0 6

0.006 

0 . 1 5

0.15 

0 . 1 5

0 . 1 5

0.15 

0 . 2 5

0 . 2 5

0 . 2 5

0 . 2 5

0 . 2 5

0 . 1 3 0

0 . 1 5 2

0 . 1 7 0

0 . 2 0 0

0 . 2 7 7

3 9 . 6

3 2 . 4

3 0 . 6

3 0 . 6

3 0 . 6

2 2 . 0

1 8 . 0

1 7 . 0

1 7 . 0

17.0 

3 . 3 0

3 . 8 6

4 . 3 2

5 . 0 8

7 . 0 4

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

0.010 

0.010 

24 AWG CONDUCTORS

*A - Capacitance between conductors
*B - Capacitance between one conductor and other conductors connected to shield

Color Code Chart

1
2
3
4
5
6
7
8
9

10
11
12
1C

NO. OF
PAIRS COLOR

Black & Ye l l o w
Red & Vi o l e t
Dark Blue & Bro w n
Orange & Dark Gre e n
Pink & Gray
Tan & White
Light Blue & Light Gre e n
Red/White & White/Red
Orange/White & White/Orange
Yellow/White & White/Ye l l o w
Gray/White & White/Gray
Blue/White & White/Blue
Dark Gre e n / Ye l l o w
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Product Construction:
Conductor:

• 22 and 18 AWG fully annealed stranded
tinned copper per ASTM B33 or stranded
bare copper per ASTM B3

Insulation:
• Premium grade, color coded Flexguard®

PVC
• Color Code: see chart below

Shield:
• 100% Flexfoil® aluminum/polyester foil

with 25% overlap, minimum
• Stranded tinned copper drain wire

Jacket:
• Fluoropolymer, Natural
• Temperature Range: –20°C to +60°C
• Sequential footage marked to facilitate

installation

Applications:
• EIA RS-232 circuits
• Remote control circuits
• Process control and instrumentation
• Power limited control circuits
• Suggested voltage rating: 150 volts

Compliances:
• NEC Article 800 (UL: 60°C, 300V)
• NEC Article 725 (UL: 60°C, 150V)
• Designed to Meet UL 910 Flame Test

Features:
• Abrasion, chemical & water resistant jacket

Packaging:
• 1000' (305m) Reels
• Other put-ups available—consult

Customer Service

Multi-Paired, Foil Shield
NEC Type CMP (UL) c(UL) and/or CL2P

CATALOG
NUMBER

NO. OF
PAIRS

AWG
SIZE

COND.
STRAND.

NOM. INSULATION
THICKNESS

INCHES mm

NOM. JACKET
THICKNESS

INCHES mm

NOMINAL
O.D.

NOMINAL CAP.*
pF/ft

A BINCHES mm

C3362
C3364

2

4

1 8

18 

7/26 BC

7/26 BC

0 . 0 0 8

0.008 

0 . 0 2 0

0.020 

0 . 2 5

0 . 2 5

0 . 1 9 3

0 . 2 3 8

7 9 . 0

5 9 . 0

4 4 . 0

3 3 . 0

4 . 9 0

6 . 0 5

0 . 0 1 0

0 . 0 1 0

18 AWG, CL2P/CMP, C(UL) 150 VOLT S

*A - Capacitance between conductors
*B - Capacitance between one conductor and other conductors connected to shield

Color Code Chart

C3352
C3353
C3354
C3356

2

3

4

6

2 2

2 2

2 2

2 2

7/30 TC

7/30 TC

7/30 TC

7/30 TC

0 . 0 0 7

0.007 

0.007 

0.007 

0 . 1 8 0

0.180 

0.180 

0 . 1 8 0

0 . 2 5

0 . 2 5

0 . 2 5

0 . 2 5

0 . 1 5 7

0 . 1 9 4

0 . 2 0 7

0 . 2 4 6

6 6 . 0

5 3 . 0

5 3 . 0

4 8 . 0

3 7 . 0

3 0 . 0

3 0 . 0

2 7 . 0

3 . 9 9

4 . 4 2

4 . 7 5

5 . 7 4

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

22 AWG, CL2P, C(UL) 150 VOLT S

1
2
3
4
5
6

NO. OF
PAIRS COLOR

Black & Ye l l o w
Red & Vi o l e t
Dark Blue & Bro w n
Orange & Dark Gre e n
Pink & Gray
Tan & White
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Electronics Plenum Cable

Product Construction:
Conductor:

• 24 AWG fully annealed stranded tinned
copper per ASTM B33

Insulation:
• Premium grade, color coded fluoropolymer
• Color Code: see chart below

Shield:
• 100% Flexfoil® aluminum/polyester foil

with 25% overlap, minimum
• Stranded tinned copper drain wire

Jacket:
• Fluoropolymer, Natural
• Temperature Range: –40°C to +150°C
• Sequential footage marked to facilitate

installation

Applications:
• EIA RS-232 and RS-422 circuits
• Remote control circuits
• Process control and instrumentation
• Power limited control circuits
• Suggested voltage rating: 300 volts

Compliances:
• NEC Article 800 (UL: 150°C, 300V)
• Designed to Meet UL 910 Flame Test

Features:
• Abrasion, chemical & water resistant jacket

Packaging:
• 1000' (305m) Reels
• Other put-ups available—consult

Customer Service

Multi-Paired, Foil Shield, Mid-Cap
NEC Type CMP (UL) c(UL)

CATALOG
NUMBER

NO. OF
PAIRS

AWG
SIZE

COND.
STRAND.

NOM. INSULATION
THICKNESS

INCHES mm

NOM. JACKET
THICKNESS

INCHES mm

NOMINAL
O.D.

NOMINAL CAP.*
pF/ft

A BINCHES mm

C3214
C3215
C3216
C3217
C3218

2

3

4

4 . 5

6

2 4

24 

24 

24 

24 

7/32 TC

7/32 TC

7/32 TC

7/32 TC

7/32 TC

0 . 0 1 1

0 . 0 1 1

0 . 0 1 1

0 . 0 1 1

0 . 0 1 1

0 . 2 6

0.26 

0.26 

0 . 2 6

0.26 

0 . 2 5

0 . 2 5

0 . 2 5

0 . 2 5

0 . 2 5

0 . 1 5 0

0 . 1 7 7

0 . 2 0 1

0 . 2 1 4

0 . 2 3 9

3 0 . 0

2 7 . 0

2 7 . 0

2 7 . 0

2 5 . 0

1 7 . 0

1 5 . 0

1 5 . 0

1 5 . 0

1 4 . 0

3 . 8 1

4 . 5 0

5 . 1 1

5 . 1 8

6 . 0 7

0 . 0 1 0

0 . 0 1 0

0 . 0 1 0

0.010 

0.010 

24 AWG CONDUCTORS

*A - Capacitance between conductors
*B - Capacitance between one conductor and other conductors connected to shield

Color Code Chart

1
2
3
4
5
6

1C

NO. OF
PAIRS COLOR

Black paired with Ye l l o w
Red paired with Vi o l e t
Dark Blue paired with Bro w n
Orange paired with Dark Gre e n
Pink paired with Gray
Tan paired with White
G reen with Yellow Stripe
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Plenum Cable Electronics

Product Construction:
Conductor:

• 24 AWG fully annealed stranded tinned
copper per ASTM B33

Insulation:
• Premium grade, color coded fluoropolymer
• Color Code: see chart below

Shield:
• 100% Flexfoil® aluminum/polyester foil

with 25% overlap, minimum
• Stranded tinned copper drain wire

Jacket:
• Fluoropolymer, Natural
• Temperature Range: –40°C to +150°C
• Sequential footage marked to facilitate

installation

Applications:
• EIA RS-232 and RS-422 circuits
• Remote control circuits
• Process control and instrumentation
• Low capacitance requirements
• Suggested voltage rating: 300 volts

Compliances:
• NEC Article 800 (UL: 150°C, 300V)
• Designed to Meet UL 910 Flame Test

Features:
• Abrasion, chemical & water resistant jacket

Packaging:
• 1000' (305m) Reels
• Other put-ups available—consult

Customer Service

Multi-Paired, Foil Shield, Lo-Cap®

NEC Type CMP (UL) c(UL)

Color Code Chart

1
2
3
4
5
6

NO. OF
PAIRS COLOR

Black paired with Ye l l o w
Red paired with Vi o l e t
Dark Blue paired with Bro w n
Orange paired with Dark Gre e n
Pink paired with Gray
Tan paired with White

CATALOG
NUMBER

NO. OF
PAIRS

AWG
SIZE

COND.
STRAND.

NOM. JACKET
THICKNESS

INCHES

C3028
C3029
C3030
C3031

2

3

4

6

2 4

2 4

2 4

2 4

7/32 TC

7/32 TC

7/32 TC

7/32 TC

mm

0 . 0 1 0

0.010 

0.010 

0.012 

0 . 2 5

0 . 2 5

0 . 2 5

0.30 

NOMINAL O.D.

INCHES mm

0 . 1 5 9

0 . 1 8 3

0 . 2 4 6

0 . 2 8 5

4 . 0 4

4 . 6 5

6 . 2 5

7 . 2 4

NOMINAL CAP.*
pF/ft IMPED.

Ω
NOMA B

1 2 . 5

1 2 . 5

1 2 . 5

1 2 . 5

2 2 . 5 0

2 2 . 5 0

2 2 . 5 0

2 2 . 5 0

1 0 0 . 0

100.0 

1 0 0 . 0

100.0 
*A - Capacitance between conductors
*B - Capacitance between one conductor and other conductors connected to shield
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Electronics Plenum Cable

Product Construction:
Conductor:

• 22 AWG fully annealed stranded tinned
copper per ASTM B33

Insulation:
• Premium grade, color coded fluoropolymer
• Color Code: see chart below

Shield:
• 100% Flexfoil® aluminum/polyester foil,

each with 25% overlap, minimum
• Stranded tinned copper drain wire

Jacket:
• Fluoropolymer, Red
• Temperature Range: –20°C to +150°C
• Sequential footage marked to facilitate

installation

Applications:
• Point of Sale Systems
• Remote control circuits
• Process control and instrumentation
• Power limited control circuits
• Suggested voltage rating: 300 volts

Compliances:
• NEC Article 800 (UL: 150°C, 300V)
• Designed to Meet UL 910 Flame Test

Features:
• Individually shielded pairs for excellent

signal isolation
• Abrasion, chemical & water resistant jacket

Packaging:
• 1000' (305m) Reels
• Other put-ups available—consult

Customer Service

Multi-Paired, Individually Foil Shielded
NEC Type CMP (UL) c(UL)

C3156*
C3157

2

3

2 2

2 2

7/30 TC

7/30 TC

0 . 0 0 6

0 . 0 0 6

0 . 1 5

0.15 

0 . 2 5

0 . 2 5

0 . 1 4 7

0 . 1 8 4

5 0 . 4

5 0 . 4

2 8 . 0

2 8 . 0

3 . 7 3

4 . 6 7

0 . 0 1 0

0 . 0 1 0
* Cabled on common axis to reduce diameter, foil out, common drain wire

**A -Capacitance between conductors
**B- Capacitance between one conductor and other conductors connected to shield

Color Code Chart

1
2

C3156
PAIR # COLOR

Black paired with Red
White paired with Gre e n

1
2
3

C3157
PAIR # COLOR

Black paired with Red
Black paired with White
Black paired with Gre e n

CATALOG
NUMBER

NO. OF
PAIRS

AWG
SIZE

COND.
STRAND.

NOM. INSULATION
THICKNESS

INCHES mm

NOM. JACKET
THICKNESS

INCHES mm

NOMINAL
O.D.

NOMINAL CAP.**
pF/ft

A BINCHES mm
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Plenum Cable Electronics

Product Construction:
Conductor:

• 18 and 19 AWG, fully annealed, solid bare
copper per ASTM B-3; 20 AWG fully
annealed, stranded, tinned copper per
ASTM B-33

• 20 & 22 AWG solid copper covered steel
per ASTM B-869

Insulation:
• Premium grade, foamed FEP

Shield:
• Bare or tinned copper braid with or without

a polyester supported aluminum shield

Jacket:
• Flexguard® PVC, Natural
• Temperature Range: 0°C to +60°C

Applications:
• RF signal transmission
• Video Display Terminals (VDT)
• CCTV and MATV
• Local Area Networks (LAN’s)
• Programmable Logic Controllers (PLC’s)
• Suggested voltage rating: 150 volts

Compliances:
• NEC Article 725 (UL: 60°C, 150V)
• NEC Article 444 (UL: 60°C, 300V)
• Designed to Meet UL 910 Flame Test

Packaging:
• 1000' (305m) Reels
• Other put-ups available—consult

Customer Service

NEC Article 725, Coaxial Cable, Plenum
NEC Type CL2P & CMP, CEC Type CMP

CATALOG
NUMBER

AWG 
SIZE

CORE
O.D.

SHIELD
TYPE

NOMINAL O.D.
mm

IMPED-
ANCE

Ω
V.P.
%

CAPACITANCE
pF/m

NOMINAL
ATTENUATION

dB/100ftINCHES pF/ft MHz

F L E X G U A R D® J A C K E T S

C3523
RG
6/U

C3521
RG
6/U

C3519
RG

58/U

C3579
RG

58/U
Thinnet

C3500
RG

59/U

C3520
RG

62/U

18 AW G
Solid BC
6.5 Ω/M

18 AW G
Solid BC
6.5 Ω/M

19 AW G
Solid BC
8.1 Ω/M

20 AW G
1 9 x 3 2

T C
9.5 Ω/M

20 AW G
S o l i d
C C S

45.9 Ω/M

22 AW G
S o l i d
CCS 

54.7 Ω/M

0 . 1 7 0 "
4 . 3 2m m

0 . 1 7 0 "
4 . 3 2m m

0 . 1 0 2 "
2 . 5 9m m

0 . 1 0 0 "
2 . 5 4m m

0 . 145 "
3 . 6 8m m

0 . 145 "
3 . 5 6m m

1 0 0 %
F l e x f o i l® p l u s

61% TC Braid

1 0 0 %
F l e x f o i l® p l u s

95% TC Braid

95% TC Braid

1 0 0 %
F l e x f o i l® p l u s

95% TC Braid

95% BC Braid

95% BC Braid

5 . 7 4

5 . 9 2

4 . 0 9

4 . 1 9

5 . 1 1

5 . 1 1

7 5

7 5

5 0

5 0

7 5

9 3

8 2

8 6

8 2

7 8

8 2

8 4

5 2 . 5

5 2 . 5

8 2 . 0

8 8 . 6

5 4 . 1

4 2 . 7

0 . 8 0
1 . 4 0
2 . 1 0
3 . 0 0
4 . 2 0
6 . 2 0
9 . 4 0

0.30 
0 . 6 6
1 . 5 0
2 . 1 0
3 . 1 0
5 . 0 0
7 . 3 0

0 . 4 0
1 . 3 0
2 . 8 0
3 . 9 0
6 . 0 0
9 . 5 0

1 3 . 5 0

0 . 6 0
1 . 3 0
2 . 9 0
4 . 2 0
6 . 1 0

1 0 . 0 0
1 4 . 8 0

0 . 7 8
1 . 9 0
1 . 9 8
2 . 8 0
4 . 1 0
6 . 8 2
9 . 6 4

0 . 3 0
0 . 8 5
1 . 9 0
2 . 7 0
3 . 8 0
5 . 9 0
8 . 3 4

0 . 2 2 6

0 . 2 3 3

0 . 1 6 1

0 . 1 6 5

0 . 2 0 1

0.201 

1 6 . 4

1 6 . 0

2 5 . 0

2 6 . 0

1 6 . 5

1 3 . 0

1
1 0
5 0

1 0 0
2 0 0
5 0 0

1 0 0 0

1
1 0
5 0

1 0 0
2 0 0
5 0 0

1 0 0 0

1
1 0
5 0

1 0 0
2 0 0
5 0 0

1 0 0 0

1
1 0
5 0

1 0 0
2 0 0
5 0 0

1 0 0 0

1
1 0
5 0

1 0 0
2 0 0
5 0 0

1 0 0 0

1
1 0
5 0

1 0 0
2 0 0
5 0 0

1 0 0 0


